Lumera 200 / 250

selux

® Type : lumera 200 / lumera 250

o [ED 2/W, 44W

® Color temperature : 3000K, 4000K

e Reflector : Narrow, Medium, Wide, Horizontal 14° x 42°, Horizontal 44° x 116°
® Body : Diecast Aluminium, Toughened glass

* Weight : 2.8 kg, 4.3 kg

® Protection grade : IP66

Dimension
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Lumera 200 Lumera 250
Photometric data
e CCT Reflector I Poon CCT Reflector Do
Narrow 1800Im Narrow 2900Im
Medium 1825Im Medium 2950Im
3000K Wide 1700Im 3000K Wide 2750Im
14° x 42° 1625Im 14° x 42° 2600Im
Lumera 200 27\ 44° x 116 1600Im Lumera 250 44W 44° x 116 2550Im
Narrow 1925Im Narrow 3100Im
Medium 1950Im Medium 3150Im
3000K Wide 1825Im 4000K Wide 2950Im
14° x 42° 1750Im 14° x 42° 2800Im
44° x 116° 1700Im 44° x 116° 2750Im
N_———/ N/ N —
~/ ) - .
/N\Y\/< R {:X/ \ \/ 3(7}/7“ /N z
/ [ > \\ \ e'/ / 1 [ [
T T
I N = \\a N B L\ XTINAL L
\ \ | o\ - \ \
\ //1"000\ ~/ \ \/Q L ,//
/x : / : /\4/ | .
/ ko000 \ ~— /
e A— B A B A (]
30° 0° 30° 30° 30° 0° 30° 30° 0
Narrow Medium 14° x 42° 44° x 116°

163






