
Olivio

• Head Type : Piccolo, Medio, Grande
• Color temperature : 3000K, 4000K, RGBW
• Reflector : Asymmetric, Flood, Medium, Spot
• Body : High-pressure die-cast aluminium, Toughened plate glass
• Size : Ø 150 x H 188mm, Ø 220 x H 260mm, Ø 275 x H 320mm, 
• Weight : 2 kg, 6 kg, 10 kg
• Pole Type : Sistema, Floracion, Candelabra
• Protection grade : IP67

Piccolo Medio Grande

Image & Dimension Option
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Photometric data

3000K

4000K

RGBW

39WAsymmetric 3600lm

37WSpot 9° 4500lm

39Wmedium 40° 4500lm

41WFlood 80° 4500lm

39WAsymmetric 3600lm

37WSpot 9° 4500lm

39Wmedium 40° 4500lm

41WFlood 80° 4500lm

45WSpot 13° 2100lm

45Wmedium 50° 2100lm

45WFlood 80° 2100lm

P system systemReflector

Olivio Grande
CCT

3000K

4000K

RGBW

28WAsymmetric 2400lm

26WSpot 9° 3000lm

28Wmedium 40° 3000lm

28WFlood 80° 3000lm

28WAsymmetric 2400lm

26WSpot 9° 3000lm

28Wmedium 40° 3000lm

28WFlood 80° 3000lm

35WSpot 13° 1800lm

35Wmedium 50° 1800lm

35WFlood 80° 1800lm

P system systemReflector

Olivio Medio
CCT

3000K

4000K

RGBW

21WAsymmetric 1500lm

21WSpot 9° 1800lm

21Wmedium 40° 1800lm

21WFlood 80° 1800lm

21WAsymmetric 1500lm

21WSpot 9° 1800lm

21Wmedium 40° 1800lm

21WFlood 80° 1800lm

24WSpot 13° 900lm

24Wmedium 50° 900lm

24WFlood 80° 900lm

P system systemReflector

Olivio Piccolo
CCT
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